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w HIRALIBFLERA B BiRMEET BDF-200S M Drilling Fluid Product Data Sheet Fluid loss additive BDF-200S
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ER i B RN ER iR e 5T BDF-200S High temperature Salt-resistance Polymer BDF-200S
BDF-200S72 L AMPS. WL SR L 4045 80y 12 8k &5 B i) — P bt il Polymer BDF-200S is a filtrate reducer developing to reduce the filter loss of
1Bt & Feug k. Pl 220°C, HUEREWA, BAAEMNSHBIER, HEE. RaEZ b Product drilling fluid, with good temperature resistance and salt resistance.
HERA AL G BOR . Description BDF-200S has a good compatibility with various drilling fluid treating agent, can
be widely used in the various water-based drilling fluid.
s s W SRR TN . Appearance ‘White powder
LR FHREE, % >90.0 EhySI(I:‘tal content, % >90.0
T ¥ ropel
1% KRR WM, mPas >10 al Apparent Viscosity (1%Amount) ,mPa-s >10.0
API filtrate( Saturated brine water mud) 110+ 10
s TR KIS PR S mL 110+ 10 Technical After aging API filtrate in 180°C X 16h,mL (Saturated brine water =510
BAMEIR | HmEKILR ©2%BDF-200S, 180C X 16hHLmeskit mL <150 Performanc | Mud+2%BDF-2008) -
Eh p x Eh 5
(AT KRR )7 : 350mLIAT ALK +350g P 1 +1.0gBkIRH Saturated brine water mud: 350g Saturated brine water+35.0g Rev dust+1.0gNa,CO;
O HiREEIEKERIKEE, BRI R ® Lower HTHP filtrate loss, toxicity Sulfonated material replacer
® EHTARFENKA, 1EkAK. Thyk. HORIES K& 0 ¥ e 2o il g o &, ®  Suitable for all kinds of water, can effectively control the filter loss in fresh water,
S JEDFIR ST salt water, sea water
HEREHS R ® HUE 220°C, WEER TR MIEIEIE @ Resistance to temperature 220°C , and can be applicable to deep well, ultra deep
Advantage -
® JCAtELF, BESEFEERIEC S, 1 TS AOKIE R RBA R 2 well drilling
® UM T2, didrab iy E ®  Good compatibility, can be matched with various treatment agent, suitable for all
kinds of water base drilling fluid system
@  The site application process is simple, convenient maintenance and treatment
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. Adding generally 0.3-1.0% in fresh water based mud, and 1.0%-2.0% in salt water
Instructions . . . .
based mud, suitable for be made into colloidal solution.
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i SR 33742
25Kg. WIS ERIET €128 Packaging Packaged in 25 Kg moisture-resistant bags, or according to customers' request
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