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w Drilling Fluid Product Data Sheet

Weighting Material BDW-100S Series

Organic salt BDW-100S Series

BDW-100S series includes two products: BDW-101S and BDW-102S, both of them are
water-soluble organic salt formed by organic acid radical anion and one-valence metal

ions. They are used as water-soluble weight material to respectively prepare medium

g;oscz:llj‘icpttion density and high density water-base drilling fluid system. BDW-100S series products
can replace inert solid weighting materials, so that reduce the solid content significantly
in high density system, and make the system with better rheological properties, good
shale inhibition performance and temperature resistance.
Physical Appearance ‘White flake or powder
Property Moisture,% =50
Items BDW-101S BDW-102S
Technical Aqueous solution density (20°C) , g/em’ >1.30 > 1.60
Performanc Water insoluble content , % <0.5
pH(1% aqueous solution) 7.0~9.0
@ Significantly improve the density of water-based drilling fluid system with low
solid content
@ Help reduce the usage of inert weight material in drilling fluid system, which is
Advantage : e ; s
beneficial to reduce the drill grinding effect, improve the rate of penetration
® Help improve temperature resistance over 180°C
@® Help improve the shale inhibition performance
3 According to the calculated amount of BDW-100S series, configure the required
Instructions X o i
density drilling fluid.
Packaging BDW-100S series is packaged in 25Kg moisture-resistant bags.
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