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w Drilling Fluid Product Data Sheet

Shale Control Agent BDSC-300L

BDSC-300L

Polyglycol

BDSC-300L shale stabilizer is a cloud point producing polyglycol that can be used
in water-based drilling fluids to help improve lubricity and shale stability. It is

recommended for use in potassium and sodium salt based fluids when highly reactive

Helps reduce bit-balling tendencies

Product clays are anticipated.

Description BDSC-300L shale stabilizer also helps to reduce bit-balling, is compatible with most
water-based drilling fluids, is unaffected by contaminants, can decrease the HTHP
filtration. BDSC-300L shale stabilizer is environmentally friendly and suitable for use
world wide.

Appearance Clear colorless liquid
pH 6.0~8.0

Physical Dentist (20°C £2°C) , glem’ 1.02~1.08

Property Pour point, C =15

E i . BDSC-300L-A: 50~75
Cloud point (1% aqueous solution) , C
BDSC-300L-B: 75~100

Technical Reduce the rate of linear expansion height of the core (93°C ,3%aq) , % >40

Performanc Foaming rate, % <10
@ Helps stabilize reactive formations
@ Helps increase lubricity of the drilling fluid
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Helps decrease HTHP filtration

Instructions

BDSC-300L can be used of recycling directly, Supply 10~50Kg/m’ BDSC-300L for

drilling fluid performance changes and formation.

Packaging

Packed in 55-gal(208L )drums. Or according to customers' request.
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