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M Drilling Fluid Product Data Sheet
Low Shear Rate Viscosifier BDV-100S

Viscosifier Agent BDV-100S

Viscosifier BDV-100S is a high-molecular-weight xanthan gum biopolymer used for

increasing viscosity in water-based drilling fluid systems. Small quantities provide

Pmdu.c : § viscosity and weight material suspension for all water-base mud systems. BDV-100S
Description
viscosifier has the unique ability to produce a fluid that is highly shear-thinning and
thixotropic. BDV-100S can also be used in salt water drilling fluid system.
Appearance White or canary yellow powder
Physical Dentist (20C £2°C) , g/em’ 1.20~ 1.50
Property Fineness (residue on 0.5 mm sieve), % >95.0
Moisture content,% <10.0
ITEM PV(mPa's) | YP(Pa)
Technical
Performanc Water base mud or 4% salt Normal temperature =<5 >15
water base mud with 0.8% B .
BDV-100S 120°C roll aging 16 hours =9 =
@® Small quantities provide viscosity and weight material suspension for all water-
base mud systems
Advantage . s T - . )
@  Unique ability to produce a fluid that is highly shear-thinning and thixotropic
@ Can be used in water, sea water and salt water drilling fluid system
Instructions @® BDV-100S content is generally 0.3-0.8%, suitable for be made into colloidal solution.
Packaging Packaged in 25 Kg moisture-resistant bags, or according to customers' request.
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